Renault

Kerax 450 dxi 8x4 + Sermac 5Z41 pump

GENERAL

ID number

Brand

Type
Chassis number

1st Registration Date
Mileage (Km)

Country of registration

Dimensions

POWERTRAIN
Engine type
Gearbox type

Type of retarder

Euro standard

Differential lock

ABS

CHASSIS

Gross weight

Wheelbase

Fuel Capacity

TYRES

Tyre size axle 1

Tyre size axle 2

Tyre size axle 3

Tyre size axle 4

R002742

Renault

Kerax 450 dxi 8x4 +
Sermac 5Z41 pump

VF634FPA000002742

08-04-2008
78000
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Manual
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AXLES ADDITIONAL INFO

Number of axles 4 Serrmac SCL 150 AHP, concrete pump,
Theoretical output 150 m3/h, Max. oil
working pressure 35 bar, Pump outlet
diameter 180 mm, Max. pump output 150

Number of driven axles 2

Configuration 8x4 m3/h. // BOOM // Sermac 5Z41 boom, Max.
outreach 41 m, Pipe diameter 125mm,

Suspension axle 1 Steel suspension Remote control, 1210 Working hours, dual
remote control, Year of manufacture 2008

Suspension axle 2 Steel suspension // TRUCK // AdBlue, Euro 5, Diff. lock,
Spring suspension, Tyres 13R22.5, Manual

Suspension axle 3 Steel suspension gearbox (16-speed), Day cabin, Air

_ , conditioning, Digital tacho. Shipping
Suspension axle 4 Steel suspension dimensions: 1100x250x400

Steering axle Axle 1

Steering axle, Axle 2

CABIN

Cabin Type Day cabin

Airconditioning

CONCRETE PUMP

Brand / type boom Sermac 5741
Max. length boom 41 m

Year 2008

Remote control,
radiographic

Remote control with cable

Brand / Type pump Serrmac SCL 150 AHP

Tube diameter 125 mm



