Nooteboom

5-axle semi-lowbed trailer MCO-85-05V / ext

13m

GENERAL

ID number

Brand

Type
Chassis number

1st Registration Date

Country of registration

Dimensions

POWERTRAIN
ABS

CHASSIS
Empty weight

Gross weight

Chassis height
Fifth wheel height

Kingpin diameter

TYRES
Tyre size axle 1

Tyre size axle 2

Tyre size axle 3

Tyre size axle 4

Tyre size axle 5

0000393

Nooteboom

5-axle semi-lowbed trailer

MCO-85-05V /ext 13 m
XMRMCO000080000393

03-03-2009
FR

1460x275x345 cm

18455 kg
85000 kg

100 cm
135 cm

3.5 inch

245/70R17.5

245/70R17.5
245/70R17.5

245/70R17.5
245/70R17.5

ADDITIONALINFO

5-axle lowbed trailer, Max gross weight 85
tons, 5 active steering axles, Hydraulic
suspension, Dual tyres 245/70R17.5, Saf
axles, Drum brakes, ABS 3.5 inch Kingpin
diameter // DIMENSIONS // Min. low bed
lenght 1000 cm, Max. low bed lenght 1300
cm (extends 300 cm), Low bed height 100
cm, Low bed width 275 cm, Max low bed
width 325 cm with outriggers, Gooseneck
lenght 410 cm, Goosneck height 180 cm,
Kingpin height 135 cm, Kingpin diameter
3.5 inch, Hydraulic ramps, Ramp lenght
375 cm, Ramp width 90 cm, Remote
controls, Shipment dimensions
1460x275x345 cm.



AXLES

Number of axles

Brand axles

Drum brake

Suspension axle 1

Suspension axle 2

Suspension axle 3

Suspension axle 4

Suspension axle 5

Steering axle Axle 1

Steering axle, Axle 2

Steering axle, Axle 3

Steering axle, Axle 4

Steering axle, Axle 5

SUPERSTRUCTURE
Make superstructure

Floor height

EXCEPTIONAL TRANSPORT

2-delige rijplaten

Extendable

Max. length
Extendable width
Max width

Ramp length
Load bed length

Goose neck length

Axle plateau length

Hydraulic ramps

Saf

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Nooteboom

100 cm

1300 cm

325cm (275 cm + 25cm

+ 25¢cm)

375 cm
1000 cm

410 cm
100 cm



